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Tank: TK80-11

Bl end: 031319

Sample I D 5208338

Pr oduct : 103093 AMERI CAS SN 115 DO

For nul a: NO09991 AMERI CAS SN 115 DO
PROPERTY TEST METHOD RESULT UNI TS
APPEARANCE AMS_1718 bright & clear
COLOR, ASTM ASTM D6045 LO.5
cST @40 DEG C ASTM D445 20.7 cSt
cST @100 DEG C ASTM D445 4,14 cSt
VI SCCSI TY | NDEX ASTM D2270 100
POUR PO NT AMVB_1762 -18 deg_C
COLD CRANK / @-25 DEG C ASTM D5293 1548 nPa. s
NOACK VOLATI LI TY ASTM _D5800- PROB 27 wt %
FLASH PO NT, COC ASTM D92 198 deg_C
FLASH PO NT, PM ASTM D93 197 deg_C
ASH CONTENT ASTM D482 <0. 001 wt %
TOTAL SULFUR CONTENT ASTM D2622 0.1 wt %
GRAVITY, API @15.6 DEG C ASTM D4052 33.3 API
GRAV, SPECI FIC 15.6/15.6 DEG C ASTM D4052 0. 8588
DENSITY @ 15 DC ASTM D4052 0. 8583 g/m

Responsi bl e Party: VERN J DUGAS, LAB SECTI ON SUPERVI SOR

| aborat ori es.

Test conducted according to ASTM Standard Test Methods are routinely verified to be in conpliance with the
| atest published versions. Mnor changes may be made where they have no material inpact on test results and
are necessitated by reason such as safety, environmental standards and nethod effectiveness.

Some of the test results reported on this Certificate of Quality may have been obtained fromthird-party




